
Val-Matic Model 804SV 
Combination Air Valve 
Rehabilitation 



Service Issues 

•Galvanic Corrosion In Inlet & Discharge Ports.
•Small Solids  And Debris Hang-up On  Port Corrosion
•Valve Packing With Debris Due To Material Hang-up 
In Ports (Until Valve No Longer Functional)

•Hostile gas (H₂S) corrosion of Valve baffle & Top 
Cover Assembly.

•General Corrosion Beneath OEM Urethane Liner 
Creating additional hang up points for fine debris       



Inlet Port Corrosion 

Body Corrosion Inlet Port 
Pre Media Blast

Body Corrosion Inlet Port 
Post Media Blast 



Inlet Port Corrosion 

Inlet Port Repair with 
Metaline  SXL 

Inlet Port,  Inner Body  
Coating  ML795  



Baffle Corrosion & Treatment 

Valve Baffle Corrosion  Pre 
Media Blast

Valve Baffle Corrosion  
Post  Media Blast



Baffle Corrosion & Treatment 

Valve Baffle Corrosion  
Post  Media Blast

Valve Baffle After coating 
with 100 XTM 



Top Cover & Discharge Port Corrosion & Treatment 

Top Cover  Corrosion  Pre  
Media Blast

Discharge Port   Corrosion  
Pre  Media Blast



Top Cover & Discharge Port Corrosion & Treatment 

Top Cover  Corrosion  Post  
Media Blast

Discharge Port   Corrosion  
Post  Media Blast



Top Cover & Discharge Port Corrosion & Treatment 

Top Cover Rehab with SXL 
& Coating with 100 XTM

Discharge Port Repair with 
SXL / Coating with 100 XTM



Valve Body Inner Coating Treatment 

Valve Body Lined with OEM 
Urethane Paint  

Valve Body Lined With ML 
795 Non Stick Coating



Repair Materials 

SXL Repair 100 XTM Coating ML 795 Coating 



Repair Considerations 

New Replacement Valve 
•Lead time to 
delivery is 9-12 
Weeks

•Cost is ~ $7,300.00 
•Need To Obtain 
New Install 
Hardware (Flanges) 

Refurbish Existing Valve 
•Repair Time 6-8 
Days.

•Repair cost ~ 
$2,900.00 

•No Additional 
Hardware 
Requirements 


